
 
Bureau of Construction & Materials 

LIST OF PREQUALIFIED BOND-BREAKER FOR 
PORTLAND CEMENT CONCRETE PAVEMENT DOWEL 
BARS [2015 – SS 1718] 

PQL – 38 REVISED – 01/26/23 

AWP MATERIAL CODE NUMBER (115000000) 

 

PQL – 38 Revised 01/26/23 Page 1 of 1 

MANUFACTURER PRODUCT MEETS BABA 

Bradley Coatings Group (BCG) 
A division of United Paint 
24761 Telegraph Road 
Southfield, MI  48033 
John Domonkos   
440-463-1217 
jdmonkos@bradleycoatings.com 
AWP #00176601 

BCG Protect 6116 DS MA 
BCG 6116 D 

X 
X 

Daubert Chemical Company, Inc.               
4700 South Central Avenue 
Chicago, IL  60638 
dauchem@daubert.com 
708-496-7350 
AWP #00182801 

SAFECOTE CF       

Professional Coating Technologies  
1001 Mount Lebanon Road 
Cedar Hill, TX 75104 
Mark Winkelman 
972-291-7474 
AWP #00105501 

MC 100  

W. R. Meadows, Inc. 
300 Industrial Drive 
PO Box 338 
Hampshire, IL 60140-0338 
Anita Vuckovska 
847-214-2291 
AWP #00012102 

DUOGARD X 

 
 
* Hard grease as cited in the Standard Specifications, and white mineral oil (petroleum) as 

defined by Chemical Abstract Service (CAS) number 8042-47-5 may also be used. 


